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SIDEWALK

EX. 6° 2.5" TYPE "C" BITUMINOUS WEARING SURFACE

CONCRETE
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EX. 6" CONCRETE CURB

MOSLEY ROAD TYPICAL SECTION — OPTION 1A
MILL & OVERLAY WITH OPEN DRAINAGE ON EAST SIDE

8“ BITUMINOUS CONCRETE BASE

4" TYPE 5 AGGREGATE BASE

% EX. TREE LAWN WIDTH APPROX. 5 FROM STA 12435 - STA 27+00
% SIDEWALK AT BACK OF CURB FROM STA 27+00 - STA 66+15
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EX. CONCRETE

SIDEWALK 2.5" TYPE "C"” BITUMINOUS WEARING SURFACE

8" BITUMINOUS CONCRETE BASE

4" TYPE 5 AGGREGATE BASE

MOSLEY ROAD TYPICAL SECTION — OPTION 18
FULL DEPTH RECONSTRUCTION WITH OPEN DRAINAGE ON EAST SIDE

% EX. TREE LAWN WIDTH APPROX. 5 FROM STA 12+35 - STA 27+00
% SIDEWALK AT BACK OF CURB FROM STA 27+00 - STA 66+15

NOTE: TYPICAL SECTIONS LOOK ING
NORTH ALONG MOSLEY ROAD




PROPOSED

CROWN
|
BASELINE
(EXISTING !
CROWN) I
' i
13° 1 1’
I .
6" PROF ILE GRADE i L=
X EX. TREE LAWN MILL £2.5" TO PROVIDE i 6" .+=""TS—EX. GROUND
VARIES | VARIES 2.0% CROSS 5'—2‘;5 \ ! SAWZCVUT o - a
---------- 17f1*fﬁ::F:;'j?fﬁ-ﬂ"""""""r-ﬂjﬂ o | S - a4
EX. GROUND_/— st 18" i..i I S\ = ! i ——-—_________::::::::_ ~ ~ - — 1\_«
(R -

CURB BASE 2.5" TYPE “C” BITUMINOUS

‘ | . o .
EX. CONCRETE LIS mm—=msss jS\i;::;};'];;%"%"""'*' """ e i b B R & o 26 TR0 8 T 0 ey “~._——EX. GROUND
. .5" Y weon I > 2 ~o
SIDEWALK Ex. 6" n 81 TUMINOUS . \\\\\\__PROPOSED 6"
CONCRETE :

|
|

. 6" WEARIN RFA . CONCRETE CURB
CONCRE TE EARING SURFACE :
TACK COAT :
i

WEARING SURFACE

8" BITUMINOUS
CONCRETE BASE

4" TYPE 5
AGGREGATE BASE

MOSLEY ROAD TYPICAL SECTION — OPTION Z2A
MILL & OVERLAY WITH PROPOSED CURB ON EAST SIDE

% EX. TREE LAWN WIDTH APPROX. 5’ FROM STA 12+35 - STA 27+00
% SIDEWALK AT BACK OF CURB FROM STA 27+00 - STA 66+15
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MOSLEY ROAD TYPICAL SECTION — OPTION 2B
FULL DEPTH RECONSTRUCTION WITH PROPOSED CURB ON EAST SIDE

% EX. TREE LAWN WIDTH APPROX. 5’ FROM STA 12+35 - STA 27+00
¥ SIDEWALK AT BACK OF CURB FROM STA 27+00 - STA 66+15

NOTE: TYPICAL SECTIONS LOOK ING
NORTH ALONG MOSLEY ROAD




